
caractéristiques 
techniques
Voltage d’entrée	 120		  240
Contrôle
	 Voltage de la ligne		  ± 10%		
	 Wattage de la lampe		  ± 13%	
Facteur de puissance (min)		  90%
Wattage d’entrée		  690W
Voltage du circuit ouvert		  220V
Courant de ligne (Amps)
	 Fonctionnement	 6.000		  3.000
	 Circuit ouvert	 4.000		  2.000
Temperature nominale UL	
	 Classe d’isolation		  N
	 Code température		  C
	 Température de départ min.		  -40°C
Caractéristiques condensateur
	 Microfarads		  55 uf
	 Volts (min.)		  250 V
Procédures de test 60 Hz
	 Test haut potentiel 1 minute		  2000 V
	 Test haut potentiel 1 seconde		  2500 V
	 Tension secondaire circuit ouvert  (V)		 198-253
	 Courant secondaire court-circuit (A)		  6.20-9.30

LIGHTWEIGHTInput Volts (Volts) 120 208 240 277 480

Line Current (Amps)

Nominal Operating 6.000 3.500 3.000 2.600 1.500

Max. Open Circuit 4.000 2.300 2.000 1.750 1.000

Regulation

Line Volts

Lamp Watts

UL Temperature Ratings

Insulating Class

Coil Temperature Code C B C C C

Nominal Input Watts (W)

Nominal Open Circuit Voltage (Volts)

Power Factor

Current Crest Factor A 104

Input Voltage At Lamp Dropout (Volts) 90 156 180 208 360 B 152

Min. Ambient Starting Temp. C 108

60Hz TEST PROCEDURES D 98

High Potential Test (Volts) E 110

1 Minute F 120

1 Second

Open Circuit Voltage Test (Volts)

Min. 90 mm

Max. 55 mm

Short Circuit Current Test ( Amps )

Secondary Current        Min

                                  Max

Recommended Fuse ( Amps ) 18 11 9 8 5

Weight (kG)

Lead Lengths (mm)

CAPACITOR Specifications

Microfarads (μF)

Volts(Min.) (Volts)

IGNITOR  Specifications
Max. Input  Voltage To Reference Ballast (Volts) 108 187 216 249 432 A： 51mm B： 10mm

Pulse Height Scope C： 32mm D： 29mm

Min.Pulse Width@3.6kV (μS)
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Height：

Width：

 High Pressure Sodium Lamp

Data is based upon tests performed by Huaquan  Lighting in a controlled environment and is representitive of relative performance.  Actual
performance can vary depending on operating conditions.  Specifications are subject to change without notice

S106    LU600W

HQ120560HPS600LTIA

 HQIG-3MCMIgnitor Model :

Temp Rating： -40℃～105℃

PRODUCT SPECIFICATION BULLETIN

41/4×43/4 CORE,  CWA

Class 220℃(N)  60Hz CWA

HQCC-55Capacitor Model : 

mm

Temp Rating：

HPS 600 S106
CWA-HPS 600W 
lampE AU Sodium 

120/240V 60Hz


